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JIC 6000 (Aramid Fiber+NBR)
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' Short-term peak Temp. 350°C [662°F)
Maximum continuous Temp.  220°C [428°F]
Short-term peak Pressure 80kgf/cm2 [7.85MPa)

Water, Alkali, Salt Solution, |
Applied Fluids Hot 0il, Oil Gas, Freon Gas
below, Organic Solvent

JIC 6000W (Aramid Fiber+NBR+Wire Reinforced)
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'Short-term peak Temp. | 400'c V[752'F]
Short—term peak Pressure 100kgf/cm? [9.8MPa]

Suitable for Water, Hot Oil, |
| Applied Fluids Oil Gas, Alkali, Salt Solution,
Solvents, Etc.

Nolt be used in steam, strong acid and alkali, soluble chemi- |
cals,




JIC 6200 (Non-Asbestos Sheet & Gasket)
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Short-term peak Temp.
Maximum continuous Temp,
Short—=term peak Pressure

Applied Fluids

430°C [806°F]
250°C [482°F)
100kgf/cm? [9.8MPa]

Water, Alkali, Salt Solution,
Hot Oil, Oil Gas, Fuels below,
Organic Solvents

JIC 6400 (Carbon Fiber+NBR)
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Short-term peak Temp.
Maximum continuous Temp.
Short-term peak Pressure

Applied Fluids

480°C [896°F) \
320°C [608°F] |
100kgf/cm? [9.8MPa]

Lubricating Oil, Fuel, Animal
0il, Organic Solvents, etc /
Water, Hot Water, Steam,
Hot Oil, Oil Gas, Salt Solution
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JIC 6400W (Carbon Fiber+NBR+Wire Reinforced)
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Short-term peak Temp. 500°c [932’F}
Maximum continuous Temp.,  350°C [662°F)
Short-term peak Pressure 100kgf/cm? [9.8MPa]

Suitable for Water, Hot Oil,
Oil Gas Alkali, Salt Solutions,
Solvents, Strong Acid and Al-
kali, Soluble Chemicals

Applied Fluids

LEAKBLOK (Environmentally Friendly Solvent Free Process)
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LEAKBLOK™ £304 1= QHAAE et Binder NBR
Max, Temperature : 660°F(350C)
Service Temp, Continuous operating Temperature :

428°F(220°C)
Max. 2,.94MPa [30kgf/cm?]

Hot Oil, Oil Gas, Water, Alkali, Other gas
type fluids, Salt Solution & Organic Sol-
vent, Steam

Service Pressure

Applied Fluids
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TOMBO NO.1120 /NO.1995 /NO.1993

TOMBO NO.1120
CLINSIL™ TOP

TOMBO NO.1995
CLINSIL™ Brown

TOMBO NO.1993
CLINSIL™ Super

o

« Because the main constituent of this
gasket is expanded graphite, it has
excellent heat resistance, steam resis-
tance, and corrosion resistance,

« Scratch resistant and flexible,

« =Can be used with relatively high tem-
perature flanges, valves and equip-

ment,
« Main constituents : NBR, aramid fi-

bers, expanded graphite
Water-type fluid
£ « =

s
¢

; T S

g buy : o

-X0 -9 10 20  Tompomiurg
)

Regatang the [ arsa, study it carelully batore
LS

TOMBO NO. 1120-LN

This gasket is intended for use with low
temperature fluids, such as LNG, It is the
TOMBO NO, 1120 which has been spe-

cially treated,

« Standard grade joint sheet,
« Large-size gasket available, Can be

manufactured without joints to a
maximum of 3810X3810mm{3S size),

« Can be used with relatively low tem-

perature flanges, valves and equip-
ment,

« Main constituents : NBR, aramid fi-
bers, expanded graphite
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Oil-type fluid
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TOMBO NO, 1995-W CLINSIL ™ White

This is white joint sheet that ha the same

performance as the TOMBO NO, 1995,

« Because the main constituent of this
gasket is expanded graphite, it has
excellent heat resistance, steam resis-
tance, and corrosion resistance,

« Scratch resistant and flexible,

« Can be used with relatively high tem-
perature flanges, valves and equip-

ment,
« Main constituents : NBR, aramid fi-
bers, expanded graphite

Water-type fluid
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Do not use TOMBO NO.1993 for the gas-
type fluid which even a minute amount of
leakage is not allowed, Even for use with
the water~or oil-type fluid, be sure to use
paste when carrying out an airtightness
test, It is recommended to use TOMBO
NO.1133 of TOMBO NO.1120 in stead.



VALQUA 6500

ANCOMPANY | 69

Width x Length 7 1,270x1,270,1,270%3,810,

(mm) 2540x%3,810,3,048%3,810
Thickness(mm)  04,05,0.8,1.0,1.5, 20, 30
Color Type Blue(Print Color : Black)
VALQUA 6502
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Width x Length 1,270x1,270,1,270%3,810,
(mm) 2540%3,810, 3,048%X3,810

Thickness(mm) 05,08, 1.0,15,2.0, 30
Color Type Gray(Print Color : Black)
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